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Dear Ed, 
Per your request during our telephone conversation of 

October 29, 1987, this letter is written to inform the New Jersey 
Department of Environmental Protection (NJDEP) that all monitor 
wells to be installed as part of the Remedial Investigation (RI) 
at L.E. Carpenter facility will be constructed of four-inch PVC. 
Construction of the piezometers proposed along the north property 
line will be completed using two-inch PVC as originally described in the draft RI Work Plan. 

It is still GeoEngineering•s professional judgement that, 
for the deep overburden wells, two-inch PVC could be employed 
without affecting the integrity and quality of information 
collected during the proposed investigation. In addition, the 
savings in time and installation cost Of two-inch diameter deep 
wells most likely outweigh any advantage gained in installing 
four-inch diameter deep wells. 

However, as you pointed out in our conversation, the NJDEP 
is not going to retreat from its position regarding the issue. As 
a result, and since the possible savings to the client are being 
risked by protracted negotiation, we will accede to the NJDEP*s 
requirement. 

With this in mind, I hope we can now expect prompt 
approval of the RI Wbrk Plan and subsequent start of the 
investigation. As always, if you have any questions or comments, 
please do not hesitate to call. 

WWD/avm 

Sincerely, 
GEOENGINEERING, INC. 

William W. Dunne11 IV 
Project Manager 


